LED CONSTRUCTION STRING LIGHTS

LUMENS DEPOT LED Construction String Light Flat
series 65W 8,000Im with 5 light bulbs spaced 10 feet
apart, overall length of 50 foot, each light includes a
carabiner to make installation simple. The work lights " 0 (

are an excellent alternative to traditional incandescent _ﬁ - - _u-ﬂaﬁ-
lights, you can leave it as a permanent installation to
light the way for others or use it to brighten other areas g Yl €Y
such as job sites, construction sites, mines, o ""'
campgrounds, attics, basements, storage areas,

stairwells, outdoor markets, marinas, or anywhere

extra light is needed. ETL/FCC/RoHS are approval, as a

testament to its exceptional quality, it comes with a €'I‘l’ F@ @ k

generous 5-year warranty.

n

SPECIFICATION

* Output Lumens: 8,000Im * Linkable Maximum: 6 pieces

* Input Power: 65W * Power Cord Type: 18/2 SITW

* Input Voltage: AC120V * Plug&Receptacle Type: NEMA1-15P&1-15R

* 123 LPW * IP Rating: IP65

* Color Temperature: 5000K * Operating Temperature Range: -4°F (-20°C) to

* Beam Angle: 120° 104°F (40°C)

* Overlength: 50-foot * Limited Warranty: 5-Year
RECOMMENDED USE DIMENSION

* New Building Construction + Construction sites 2900mm/114in 3000mm/118in

* Renovation spaces » Campgrounds :]@—

* Maintenance spaces » Workshops o

100mm/3.94in

« Short-term maintenance projects « Highway toll stations

* Job sites and gas stations

Tel: +18007658555 Email: helpdesk@lumensdepot.com http:/ /www.lumensdepot.com

Address: 18 Lawrence Pkwy, Tenafly, New Jersey, 07670, USA




LED CONSTRUCTION STRING LIGHTS

LUMENS DEPOT LED Construction String Light Flat
series 130W 16,000lm with 10 light bulbs spaced 10
feet apart, overall length of 100 foot, each light includes

a carabiner to make installation simple. The work lights A A I AT AT
are an excellent alternative to traditional incandescent == =& & & B S
lights, you can leave it as a permanent installation to 0

light the way for others or use it to brighten other areas -\ - - 2y e e
such as job sites, construction sites, mines,

campgrounds, attics, basements, storage areas,

stairwells, outdoor markets, marinas, or anywhere

extra light is needed. ETL/FCC/RoHS are approval, as a

testament to its exceptional quality, it comes with a 6“’ F@ @ ‘W _WARRANH

generous 5-year warranty.

SPECIFICATION

* Output Lumens: 16,000Im * Linkable Maximum: 3 pieces

* Input Power: 130W * Power Cord Type: 18/2 SITW

* Input Voltage: AC120V * Plug&Receptacle Type: NEMA1-15P&1-15R

* 123 LPW * IP Rating: IP65

* Color Temperature: 5000K * Operating Temperature Range: -4°F (-20°C) to

* Beam Angle: 120° 104°F (40°C)

* Overlength: 100-foot * Limited Warranty: 5-Year
RECOMMENDED USE DIMENSION

5 2900mm/14in  3000mm/18in

* New Building Construction * Construction sites

* Renovation spaces » Campgrounds

* Maintenance spaces » Workshops

« Short-term maintenance projects « Highway toll stations

* Job sites and gas stations

Tel: +18007658555 Email: helpdesk@lumensdepot.com http:/ /www.lumensdepot.com

Address: 18 Lawrence Pkwy, Tenafly, New Jersey, 07670, USA
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